
MaxO2®+AE Oxygen Analyzer
ANALYSIS DELIVERYSENSING

MAXO2+AE OVERVIEW

The MaxO2+AE is best used wherever an inline analyzer is 

required—especially useful with older ventilators or oscillators. 

Its patented, ergonomic design fits comfortably in your hand 

and features a simple, one-touch calibration and ON/OFF 

control. The MaxO2+AE will calibrate to room air (20.9%) or 

100% oxygen. For applications that require an internal sensor, 

check out our MaxO2+A. 

PART NUMBERS
MaxO2+AE . . . . . . . . . . . . . . . . .  R217P72 

ACCESSORIES
15mm Tee Adapter  . . . . . . . . . . RP16P02 
Flow Diverter . . . . . . . . . . . . . . . .R110P10
Tight Fit Case  . . . . . . . . . . . . . . R217P32
Wall Mount . . . . . . . . . . . . . . . . R205P86 
Max-250e. . . . . . . . . . . . . . .R125P03-002
Max-250esf . . . . . . . . . . . . . . . . . .R115P85

Patented ergonomic design fits 
comfortably in your hand.

External Sensor 
on 10' Cable
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Specifications

Measurement Range 0 - 100% Oxygen

Display Resolution 0.1% Oxygen

Warm-up Time None Required

Operating Temperature Range 15°C - 40°C (59°F - 104°F)

Operating Humidity Range 0 - 95% RH non-condensing

Oxygen Measurement Accuracy ±3% actual oxygen level over full operating temperature range

Sensor Connection M16 x 1 Thread

Sensor Operating Life >900,000 oxygen percet hours, minimum 2 years in typical applications

Maximum Storage Temperature Range 15°C - 50°C (5°F - 122°F)

Optimal Storage Temperature Range 5°C - 25°C (41°F - 77°F)

90% Response Time <15 seconds @ 23°C

Low-Battery Indicator “BAT” icon displayed on LCD

Battery Life Approximately 5,000 hours with continuous use

Power Requirement 2-AA Alkaline Batteries (2x1.5 Volts)

Calibration Reminder One week timer started with every calibration , “CAL” icon displayed on LCD

Sensor Type Maxtec MAX-250E galvanic fuel cell

Sensor Cable Length 10 feet extended, 3 feet retracted

Total Weight 0.6 lbs (285 grams)

Dimensions 3.0”(W) x 36.0”(H) x 1.5”(D) [76mm x 914mm x38mm]
          Height includes external cable length (retracted)

1. Large LCD
Easy to read characters

2. Calibration Reminder
Reminds once a week

3. One-Touch Calibration
Auto cal. to room air or 100% oxygen

4. On/Off Button
One-touch on and off

5. Patented Ergonomic Design
Fits comfortably in your hand

6. External Sensor Cable
10 feet extended, 3 feet retracted

7. Battery Life
5,000+ Hours of Battery Life

8. Rubber Gasket
Prevents moisture from contact board

9. External Sensor - MAX 250E
0 - 100% Oxygen, 24 Month Warranty
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绿测科技有限公司
广州总部：广州市番禺区陈边村金欧大道83号江潮创意园A栋208室
深圳分公司：深圳市龙华区龙华街道 油松社区东环一路1号耀丰通工业园1-2栋2栋607
南宁分公司：广西自由贸易试验区南宁片区五象大道401号五象航洋城1号楼3519号
广州分公司：广州市南沙区凤凰大道89号中国铁建·凤凰广场B栋1201房
电话：020-2204 2442
传真：020-8067 2851
邮箱：Sales@greentest.com.cn
官网：www.greentest.com.cn

绿测工场服务号绿测科技订阅号微信视频号
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